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TUNING/JET TING 


The Jet Needle controls the fuel mixture in the mid- 
range (1/4-3/4) throttle position. The taper of the nee- 
dle determines the amount of fuel. For example: the 
thinner the diameter of the needle, the more fuel will 
be drawn. The thicker the diameter of the needle, the 
less fuel can be drawn. 


TWO TYPES OF NEEDLES 


Single Taper Type 
Taper Point 
Double Taper Type 


A A 


Taper Point (1) Taper Point (2) 


NEEDLE TAPER DIAMETER DIMENSION CHART 


D-1 through D-5 indicates diameter (mm) at each point. 


6F5 _|62.3 [38.1 | 19.0| 2.515|2.456 | 2.454|2.364 | 2.098 | 1.840 


6F4 |62.3 |32.0 | 19.4| 2.515|2.442 | 2.436|2.206 | 1.939 | 1.678 


6F8 |62.3 34.0 | 21.5 2.512|2.512 2.386 | 2.214 | 1.945 | 1.688 
6F16/ 64.6 |31.2 | 18.4 2.520|2.404 2.400|2.201 | 1.941 | 1.679 
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SERIES TYPE APPLICATION 


All 18mm Carburetors 
22mm and 24mm Flange 


26mm-32mm Spigot 
28mm-34mm Flange 


#6 30mm-38mm Spigot 


#7 40mm and 44mm Spigot 


#8 HSR 42/45 Carbs 


#9 RS and HS Carbs 


D-1 through D-6 indicates diameter (mm) at each point. 
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7DHS | 72.2 | 27.4 | 2.98 | 2.98 | 2.94 | 2.78 | 2.44 | 2.08 | 1.72 
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